













MARBLE VALLEY

ENGINEERING, PC

COLLEGE OF ST. JOSEPH

PROPOSED DINING HALL &
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REMOVE EXISTING

MATERIAL & REPLACE

W/ TYPE II RIP RAP,

WELL CHINKED,

SEEDED, & MULCHED.

DO NOT REMOVE

INTACT ROCK IF

ENCOUNTERED











18" CGMP

0" MIN











27" MIN FILTER BLANKET

OR FILTER FABRIC
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  3.  CONTRACTOR SHALL STRICTLY OBSERVE LIMITS OF EXCAVATION SHOWN SO AS NOT TO DISTURB OTTER CREEK. CONTRACTOR

       TO INSTALL EROSION PREVENTION AND SEDIMENT CONTROL MEASURES (I.E., TYPE II RIP RAP OUTLET PROTECTION, RIP RAP

       SLOPE PROTECTION, AND CHECK DAMS) AS SHOWN ON THE EPSC PLAN TO PREVENT DISCHARGES TO OTTER CREEK.
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EXISTING

MATERIAL TO

REMAIN (TYP)
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506
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REMOVE EXISTING MATERIAL & REPLACE W/ TYPE II RIP RAP, WELL CHINKED,

SEEDED, & MULCHED. DO NOT REMOVE INTACT ROCK IF ENCOUNTERED

27" MIN FILTER

BLANKET OR

FILTER FABRIC

250 50 75 79
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